Trans Energy Systems
1480 Renaissance Dr., Suite 210

Park Ridge, IL. 60068

PHONE:  847-699-9595    wWW.TRANSENERGYSYSTEMS.COM    FAX:  847-699-7616

Electric Baseboard Specification:

For Upscale Residential

 Enclosure style ODB:

a.  Will consist of .078" thick (14ga) extruded aluminum front and top with pencil proof grille and 18 gauge satin-coated chassis. Assembly of the enclosure shall be with screws or weld, without the use of pop rivets.

b. Heat deck shall include a full length wire way.

c. Heater shall be available in either front or bottom inlet with pedestals, as an option and end caps shall be included.

 Finish:

a. Standard colors shall include White. Almond, Metallic Silver, Bronze, Metallic Charcoal, Textured Black, Beige-Grey, and Aluminum. Custom colors shall also be available as selected by architect. Finish will be an epoxy/polyester powder coat type.

 Voltage:

a. Heater shall be available in 120vac, 208vac, 240vac, and 277vac, as indicated on the drawings.

 Element:

a. Will be made of tubular steel core with aluminum fins mechanically bonded. When assembled in the enclosure, the element shall be free floating with the use of nylon bushings.

b. Shall have wattages available from 100 through 250 watts per linear foot, as indicated on the drawings.

 Control:

a. Each heater shall include a full-length linear high limit with optional integral thermostat(s), disconnect switch(s), along with a variety of relay configurations shall be available. Control shall be as indicated on the drawings.

 Optional Accessories:

a. Shall included duplex receptacle openings including gem box. 

 Installation:

a. Heaters shall be installed at the curtain wall or as indicated on the drawings and include blank sections, corners, and splices as needed.

 UL and Warranty:

a. Heater assembly shall be UL listed for residential applications, meet Chicago or local code requirements and have a one-year warranty against defects.

 Coordination:

a. Heater supplier shall be available for coordination meetings, field measurements, and supply AutoCAD drawings to the installing contractor for installation and record.

 Source:

a. Heaters shall be manufactured by Ouellet Electric Heating or equal, and be supplied by Trans Energy Systems of Park Ridge, IL. 847-699-9595
